


Chapter 1 Stainless Steel Cable Wire

Mesh Material Cable Rod Cable Rod
" | reference diameter diameter itch pitch 9

1 HJISX426 0.75mm x 4pcs 1.5mm 26.4mm | 3.5mm 5.2KG/m=
2 HJIS X436 | cable:Stainlesssteel | 1.0mm x 4pcs 2.0mm 36mm 4.5mm 6.4 KG/mz*
3 | HJS2145 | 304,316,316Land | 1 ommx5pcs | 2.0mm 45mm | 5.0mm | 6.2 KG/m
SO on.
4 HJS3476 2.0mm x 4pcs 3.0mm 60mm 7.0mm 9.2 KG/m+
5 | HJS3380 | Rod: Low carbon 2.0mmx3pcs | 3.0mm 80mm | 10mm | 7.0 KG/mz
steel, Stainless steel

6 HJS4311 304,316,316L and so 2.75mmx 3pcs | 4.0mm 110mm | 14.5mm | 8.0 KG/mz+
7 HJS4310 | on. 2.0mm x 4pcs 3.0mm 150mm 10mm 6.7 KG/mzx
8 HJS4315 3.0mm x 3pcs 4.0mm 150mm | 14.5mm | 7.7 KG/mz
Stainless steel 304, 2.2 KG/mz

9 HJS3517 316, 316L andso | 0.45mm x 3pcs 0.5mm 3.5mm 1.7mm B
on: brass 2.4 KG/mz+

10 | HISD215 2.0mm 1.5mm 3.5mm 6.0mm 7.3 KG/mz+
11 HJSS252 2.5mm 2.0mm 6.0mm 8.0mm 7.2 KG/mzx

Stainless steel 304,
12 HJS D252 316, 316L and so on 2.5mm 2.0mm 6.0mm 8.0mm 7.2 KG/mz+
13 | HISM175 2.0mm 1.5mm 17.5mm omm 10.6 KG/mz*
14 HJISG175 2.0mm 1.5mm 17.5mm | 3.5mm 5.2 KG/m+
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